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1. THE CONTRACTOR SHALL NOTIFY THE CITY OF BRYAN ENGINEERING
DEPT., A MINIMUM OF THREE {(3) WORKING DAYS PRIOR TO START OF
CONSTRUCTION TO SCHEDULE A PRE—CONSTRUCTION MEETING. THE
FOLLOWING ITEMS SHALL BE COMPLETED PRIOR TO START OF
CONSTRUCTION: GOVERNING TECHNICAL SPECIFICATIONS
N DENELOPER i (ST ONSIBLE. FOR OBTAINING ALL CITY. STATE CITY OF BRYAN ENGINEERING CONSTRUCTION STANDARDS SHALL GOVERN, ADDITIONAL
GOVERNING TECHNICAL SPECIFICATIONS FOR CONSTRUCTION IN CITY OF BRYAN WILL BE THE
— PLEASE FOLLOW CITY DESIGN CRITERIA FOR WATER & SEWER LATEST EDITION OF THE TXDOT STANDARD "STANDARD SPECIFICATIONS CONSTRUCTION OF
REQUIREMENTS. HIGHWAYS, STREET AND BRIDGES, PLUS ANY OTHER TXDOT SPECIFICATIONS REFERENCED HEREIN.
~CONTRACTCR SHALL Bf RESPONSIBLE TO LOCATE EXISTING UTILMES

BOTH HORIZONTAL AND VERTICAL PRIOR TO ANY CONSTRUCTION
ACTIVITIES.

— ALL EROSION CONTROL SHALL BE INSTALLED PRIOR TO AND DURING
CONSTRUCTION ACTIVITIES.

— CONTRACTOR SHALL UTILIZE THE MOST CURRENT BEST MANAGEMENT
PRACTICES (BMP'S) DETAILS FOR PREVENTION AND CONTROL OF
EROSION

— EROSION CONTROL AND DETAILS PROVIDED HEREIN SHALL BE A
MINIMUM.

— ALL AREAS DISTURBED BY CONSTRUCTION WILL BE STABILIZED WITH
EITHER MULCH OR PERMANENT VEGETATIVE OR PAVEMENT COVER WITHIN
2 DAYS OF BEING BROUGHT TO FINAL GRADE. FINISHED SLOPES ON
PUBLIC RIGHT—QF—WAY AND EASEMENTS SHALL NOT BE STEEPER THAN
3:1. ALL SLOPES STEEPER THAN 3:1 SHALL BE HYDRO—MULCHED AND
MAINTAINED BY THE CONTRACTOR UNTIL GRASS COVERS ALL PARTS OF
THE SLOPE.

— CONTRACTOR SHALL MATCH EXISTING PAVEMENT IN GRADE AND
ALIGNMENT.

— CONTRACTOR SHALL MATCH EXISTING CURB AND GUTTER IN GRADE,
SIZE, TYPE AND ALIGNMENT AT ADJACENT PAVEMENT.

— CONTRACTOR IS RESPONSIBLE FOR REPAIRS OF DAMAGE TO ANY
EXISTING IMPROVEMENTS DURING CONSTRUCTION, SUCH AS, BUT NOT
UMITED TO, DRAINAGE, UTIUTIES, PAVEMENT, STRIPING, CURB, ETC.

REPAIRS SHALL BE EQUAL TO OR BETTER THAN EXISTING CONDITIONS.
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CITY OF BRYAN
DEPARTMENT OF PUBLIC WORKS-TRANSPORTATION DIVISION

‘GENERAL TRAFAC NOTES

1.

CONTRACTOR OR DEVELOPER'S ENGINEER SHALL PREPARE A TRAFFIC CONTROL PLAN FOR THE CC WORK ZONE SIGNING, AND PAVEMENT MARKING
FOR THE SAFE MAINTENANCE OF TRAFFIC DURING CONSTRUCTION WITHIN EXISTING STREETS AND PUBLIC RIGHT-OF-WAY. PLAN MUST BE SUBMITTED TO AND APPROVED BY THE
CITY OF BRYAN, DEPARTMENT OF PUBLIC WORKS-TRANSPORTATION DIVISION AT LEAST TWO (2) WORKING DAYS PRIOR TO ANY CONSTRUCTION WATHIN THE PUBLIC STREET
RIGHT-OF-WAY. CONTACT ENGINEERING SERVICES AT (878) 208-5030 (OFFICE), OR BY FAX AT(979) 209-5035. BARRICADES, TEMPORARY PAVEMENT MARKINGS, AND SIGNS
REQUIRED FOR SAFE CONTROL OF TRAFFIC, AS DEPICTED IN THE APPROVED TRAFFIC CONTROL PLAN, SHALL BE MAINTAINED IN GOOD CONDITION UNTIL THE COMPLETION AND
ACCEPTANCE OF ALL WORK WITHIN THE PUBLIC RIGHT-OF-WAY.

ELECTRONIC ARROW DISPLAYS ARE REQUIRED FOR ALL LANE CLOSURES ON RIVERSIDE DRIVE AND ON O'CONNOR BOULEVARD. ARROW DISPLAYS SHALL BE PANEL TYPEB OR C
CONFORMING TO THE LATEST EDITION OF THE TEXAS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS, SECTION 8F-3, AND SHALL BE MAINTAINED
IN GOOD WORKING ORDER.

NO WORK SHALL COMMENCE WITHIN EXISTING STREET RIGHT-OF-WAY WITHOUT AN APPROVED TRAFFIC CONTROL PLAN. CONTRACTOR SHALL NOTIFY THE CITY OF BRYAN,
DEPARTMENT OF PUBLIC WORKS-TRANSPORTATION DIVISION AT LEAST TWO {2) DAYS PRIOR TO BEGINNING WORK WITHIN THE RIGHT-OF-WAY, OR BEFORE PERFORMING ANY
WORK WHICH WILL OBSTRUCT OR IMPEDE TO NORMAL FLOW OF TRAFFIC.CONTACT ENGINEERING SERVICES AT (879} 208-5030 (OFFICE), OR BY FAX AT(979} 209-5035

CONTRACTOR SHALL NOT UNLOAD OR STORE MATERIALS, PERMIT WORKERS TO PARK, NOR PARK EQUIPMENT WITHIN THE STREET RIGHT-OF-WAY WHERE STREET {S OPEN TO
PUBIC TRAVEL WITHOUT PRIOR APPROVAL OF THE CITY OF BRYAN, DEPARTMENT OF PUBLIC WORKS-TRANSPORTATION DIVISION.

CONTRACTOR SHALL NOT ENCROACH UPON, NOR PERFORM ANY WORK WITHIN HIGHWAY RIGHT-OF-WAY \MTHOUT FIRST SECURING NECESSARY PERMITS FROM THE TEXAS
DEPARTMENT OF TRANSPORTATION (TXDOT). CONTACT THE TXDOT DALLAS DISTRICT IR MAURICE PITTMAN, AT 972476-8747.

DEVELOPER (OR THE CONTRACTOR ACTING AS HIS AGENT) IS RESPONSIBLE FOR CONTRACTING TXU FOR THE RELOCATION OF EXISTING STREET UGHTING AS NECESSARY FOR
CONSTRUCTION OF THE IMPROVEMENTS. LIGHTING STANDARD(S) SHALL BE RELOCATED TO LOCATION(S) INDICATED ON THE APPROVED CONSTRUCTION DRAVANGS, BUT, IN NO
CASE SHALL THE FOUNDATION BE LOCATED LESS THAN TWO FEET {2) CLEAR OF THE NEAREST BACK OF CURB. NO COSTS RELATED TO THE RELOCATION OF STREET LIGHTING
SHALL BE THE RESPONSIBILITY OF THE CITY OF BRYAN UNLESS SPECIFICALLY PROVIDED FOR IN THE CONTRACT DOCUMENTS.

DEVELOPER IS RESPONSIBLE FOR CONTRACTING WITH TXU FOR THE INSTALLATION OF STREET LIGHTING AS INDICATED ON THE DRAWINGS. NG COSTS RELATED TO THE
INSTALLATION OF STREET LIGHTS SHALL BE THE RESPONSIBILITY OF THE CITY OF BRYAN EXCEPTING THE COST OF ELECTRIC POWER FOR THE STREET LIGHTS AND CONTINUING
MAINTENANCE OF THE LIGHTING AFTER INSTALLATION AND ACCEPTANCE BY THE CITY.

THE CITY OF BRYAN, PUBLIC WORKS & TRANSPORTATION DEPARTMENT SHALL FURNISH AND INSTALL ALL PERMANENT TRAFFIC SIGNS, INCLUDING STREET NAME SIGNS FOR
PUBLIC STREETS ONLY, AND PAVEMENT MARKINGS, INCLUDING TRAFFIC BUTTONS, ON PUBLIC STREETS ONLY AT NO COST TO THE DEVELOPER OR CONTRACTOR. STOP SIGNS
FOR TRAFFIC CONTROL OF DRIVEWAY CONNECTIONS TO PUBLIC STREETS SHALL BE FURNISHED AND INSTALLED BY THE DEVELOPER AND AT DEVELOPER'S EXPENSE AND SHALL
BE 30" SIZE FABRICATED WITH "H-HINTENSITY PRISMATIC® (HIP) GRADE REFLECTIVE SHEETING OR BETTER; PLACEMENT AND INSTALLATION SHALL CONFORM TO THE 2006 TEXAS
MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES {TEXAS MUTCD). OTHER TRAFFIC REGULATORY AND/OR WARNING AND/OR GUIDE SIGNS AND PAVEMENT MARKINGS ON PRIVATE
DRIVES AS REQUIRED BY THE CITY SHALL BE FURNISHED AND INSTALLED AT DEVELOPER'S EXPENSE, AND SHALL CONFORM TO THE TEXAS MUTCD.

CONCRETE MEDIAN PAVERS (AKA. *BRICK PAVERS") TO BE INSTALLED AS PART OF THIS CONSTRUCTION SHALL CONFORM TO THE CITY OF BRYAN SPECIFICATION AND DETAILS
FOR "CONCRETE PAVERS"; CONTACT THE CITY OF BRYAN, CAPITAL IMPROVEMENT PROJECTS ( AT 972-721-2611. CONCRETE “BRICK™
PAVERS ARE REQUIRED FOR ALL MEDIANS SIX FEET (8 IN WIDTH OR LESS, MEASURED BETWEEN BACKS OF CURB, AND IN ALL TRAFFIC ISLANDS IN AREAS NOT COVERED BY
CONCRETE, UNLESS O SPECIFICALLY ON THE CONSTRUCTION DRAWINGS OR APPROVED BY THE CITY.

ALL NEW MEDIAN OPENINGS SHALL {NCLUDE INSTALLATION OF ONE (1) EACH 4-INCH SLEEVE F( PIPING, ONE (1) EACH 3-INCH DIAMETER
PVC CONDUIT SLEEVE FOR IRRIGATION CIRCUITS, ONE (1) 34NCH DIAMETER PVC CONDUIT SLEEVE FOR STREET L[GHTING CIRCUITS, AND ONE (1) 34NCH DIAMETER PVC CONDUIT
SLEEVE FOR TRAFFIC SIGNAL CIRCUITS, UNLESS OTHERWISE APPROVED AND INDICATED ON THE DRAWINGS. CONDUIT SLEEVES SHALL BE SCHEDULE 40 PVC PIPE WITH
SOLVENT-WELD JOINTS, BURIED 24 INCHES BELOW FINAL GRADE LINE OF PARKWAY OR TOP OF PAVEMENT, CONDUIT SLEEVES SHALL EXTEND FIFTEEN (15) FEET BEYOND THE
POINT OF NOSE OF MEDIAN, UNLESS OTHERWSE NOTED ON THE DRAWINGS OR APPROVED BY THE CITY. CONDUIT SLEEVES SHALL BE INSTALLED BEFORE FINAL COMPACTION OF
THE PAVEMENT SJBGR&DE

. IF INDICATED ON THE DRAWINGS, CONDUIT SHALL BE REQUIRED FOR PROVIDING ELECTRIC SERVICE TO THE MEDIANS FROM THE ROADWAY BORDER AREA, AND TO PROVIDE

CONTINUOUS CONDUIT FOR THE STREET LIGHTING INSTALLATION, CONDUIT SHALL BE 2{NCH DIAMETER SCHEDULE 40 PVC WITH SOLVENT-WELD JOINTS, BURIED 24 INCHES
BELOW FINAL GRADE OF PARKWAY OR TOP OF PAVEMENT, AT THE LOCATIONS AND ALIGNMENT INDICATED ON THE DRAWINGS. CONDUIT SHALL BE INSTALLED BEFORE FINAL
COMPACTION OF THE PAVEMENT SUBGRADE.

CONTRACTOR SHALL TRIM OR PRUNE ALL SHRUBS AND TREES WITHIN THE LIMITS OF THE WORK ZONE TO PROVIDE AND MAINTAIN A MINIMUM VERTICAL CLEARANCE OF 148"
ABOVE THE ROADWAY SURFACE AND 7-6" ABOVE THE SIDEWALK. CONTRACTOR SHALL PROVIDE AND MAINTAIN A MINIMUM HORIZONTAL CLEARANCE OF 2-0° FROM THE OUTSIDE
EDGE OF SIDEWALKS OR 5-0" FROM THE CURB OR QUTSIDE EDGE OF ROADWAY PAVEMENT UNLESS OTHERWISE INDICATED ON THE CONSTRUCTION DRAWINGS OR DIRECTED BY
CITY REPRESENTATIVE, NO TREE OR LARGE SHRUB MAY BE PLANNED CLOSER THAN TEN FEET (10) CLEAR FROM THE FACE OF CURB OR EDGE OF ROADWAY PAVEMENT OF A
PUBLIC STREET UNLESS OTHERWISE SHOWN ON A LANDSCAPE PLAN APPROVED BY THE DEPARTMENT OF PUBLIC WORKS & TRANSPORTATION.

‘CONTRACTOR SHALL CONTACT THE MR. KELLY LINDIG, VICE\- PRESIDENT, DFW/ FREEPORT PROPERTY OWNERS ASSOCIATION, INC. AT 214-855-86008 PRIOR TO ANY WORK WITHIN
THE RIGHT-OF-WAY TO ASCERTAIN THE LOCATION OF LANDSCAPE THE DISPOSITION OF ALL TREES, SHRUBS, OTHER PLANTS, TURF, AND
ALL OTHER IMPROVEMENTS INSTALLED AND MAINTAINED BY THE ASSOCIATION THE CONTRACTOR SHALL RESTORE ALL LANDSCAPING AND IRRIGATION FACIUITIES 70 THE
SATISFACTION OF THE ASSOCIATION,

GENERAL NOTES

ALL CONSTRUCTION
ALL MATERIAL AND WORKMANSHIP SHALL CONFORM TO THE CITY OF BRYAN'S STANDARD CONSTRUCTION DETAILS AND SPECIFICATIONS (LATEST REVISIONS) OR, IF THERE IS NO APPLICABLE STANDARD OR DETAIL, THEN REFER TO

THE CURRENT EDITION OF NCTCOG STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION.

2. THE CONTRACTOR SHALL VERIFY ALL LOCATION DIMENSIONS, VERTICAL CONTROL ELEVATIONS, AND PROPERTY LINE LOCATION PRIOR TO CONSTRUCTION. ANY DISCREPANCIES BETWEEN THE PLANS AND ACTUAL FIELD CONDITIONS
SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER PRIOR TO CONTINUING WITH CONSTRUCTION WORK.

3. TEMPORARY ADDRESS WITH MIN. 6" LETTERING TO BE VISIBLE FROM HWY FRONTAGE AND MEADOWLARK DURING CONSTRUCTION.

4. FIRE LANE TO BE IN PLACE PRIOR TO VERTICAL CONSTRUCTION. FIRE LANE TO BE MAINTAINED FREE OF OBSTRUCTION THROUGHOUT CONSTRUCTION.

5. CONTRACTOR SHALL COORDINATE WITH THE OWNER, THE PROJECT ENGINEER OR HIS REPRESENTATIVE, AND THE CITY ORHIS ATIVE ANY YOM THESE PLANS.

8. THE LOCATIONS OF ALL UNDERGROUND FACILITIES AS INDICATED ON THE PLANS ARE TAKEN FROM PUBLIC RECORDS AND ARE THEREFORE SHOWN AS APPROXIMATE. WHILE EVERY EFFORT HAS BEEN MADE TO SHOW ALL UTILITIES
IN THE IMMEDIATE LIMITS OF CONSTRUCTION, NOT ALL UTILITIES (PUBLIC AND PRIVATE) MAY BE SHOWN. THEREFORE, IT iS THE RESPONSIBILITY OF THE CONTRACTOR TO CONTACT ALL UTILITY COMPANIES WITH JURISDICTION IN THE
AREA OF CONSTRUCTION TO DETERMINE WHETHER ANY ADDITIONAL FACILITIES OTHER THAN THOSE SHOWN ON THE PLANS MAY BE PRESENT AND TO REQUEST EXACT LOCATIONADENTIFICATION OF ALL UTILITIES NO LESS THAN 48
HOURS PRIOR TO CONSTRUCTION. THE CONTRACTOR SHALL OBTAIN WRITTEN ACKNOWLEDGEMENT AND APPROVAL FROM SUCH UTIUTY COMPANIES AUTHORIZING THE CONTRACTOR TO PROCEED WATH THE PROPOSED
CONSTRUCTION WORK. THE CONTRACTOR SHALL MAKE ALL NECESSARY PROVISIONS FOR THE SUPPORT, PROTECTION, AND/OR TEMPORARY RELOCATION OF ALL UTILITIES AND/OR STRUCTURES (BOTH ABOVE AND BELOW GROUND)
DURING CONSTRUCTION. THE CONTRACTOR SHALL PRESERVE AND PROTECT ALL UNDERGROUND FACILITIES FOUND.

7. CONTRACTOR OR DEVELOPER'S ENGINEER SHALL PREPARE A TRAFFIC CONTROL PLAN FOR THE SIGNING, BARRICADING AND PAVEMENT MARKING FOR THE SAFE MAINTENANCE OF TRAFFIC DURING CONSTRUCTION WITHIN EXISTING
STREETS AND PUBLIC RIGHT-OF-WAY. PLAN MUST BE SUBMITTED TO AND AFPROVED BY THE CITY OF BRYAN, DEPARTMENT OF TRAFFIC & TRANSPORTATION AT LEAST 48 HOURS PRIOR TO ANY CONSTRUCTION WITHIN THE PUBLIC
STREET RIGHT-OF-WAY. CONTACT MR. ROBBY ORTIZ AT (972) 721-2648 OR (972) 721-2268, OR BY FAX AT (872) 721-3720. BARRICADES, TEMPORARY PAVEMENT MARKINGS, AND WORK ZONE SIGNS REQUIRED FOR SAFE CONTROL OF
TRAFFIC, AS DEPICTED ON THE APFROVED TRAFFIC CONTROL PLAN, SHALL BE MAINTAINED IN GOOD CONDITION UNTIL THE COMPLETION AND ACCEPTANCE OF ALL WORK WITHIN THE PUBLIC RIGHT-OF-WAY.,

8, NQ WORK SHALL COMMENCE WITHIN EXISTING STREET RIGHT-OF-WAY WITHOUT AN APPROVED TRAFFIC CONTROL PLAN. CONTRACTOR SHALL NOTIFY THE CITY OF LANCASTER, PUBLIC WORKS AND TRANSPORTATION DEPARTMENT
(972-721-2846) AT LEAST TWO (2) BUSINESS DAYS PRIOR TO BEGINNING WORK WITH THE RIGHT-OF-WAY, OR BEFORE PERFORMING ANY WORK WHICH WILL OBSTRUCT OR IMPEDE THE NORMAL FLOW OF TRAFFIC.

9. PRIOR TO COMMENCEMENT OF CONSTRUCTION, THREE-WAY CONTRACTS, AND PERFORMANCE/ BONDS AND CERTIFICATES SHALL BE SUBMITTED TQ THE CITY AS REQUIRED. CONTACT CAPITAL
IMPROVEMENT PROGRAM DEPARTMENT (CIP) AT (§72) 721-2611 FOR ADDITIONAL INFORMATION. FORMS ARE AVAILABLE AT: HTTP//CITYOFBRYAN.ORG/CIP/DOWNLOADS HTML

10. THE CONTRACTOR SHALL PRESERVE, PROTECT, REMOVE AND/OR REPLACE ANY SHRUBS, HEDGES OR OTHER LANDSCAPING IN OR NEAR THE LIMITS OF CONSTRUCTION.

11, ALL SOIL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE CONTINUALLY MAINTAINED. THE CONTRACTOR SHALL KEEF STREETS AND SIDEWALKS ADJACENT TO THE LIMITS OF CONSTRUCTION FREE OF MUD AND DEBRIS.

12. CONTRACTOR SHALL NOT UNLOAD OR STORE MATERIALS, PERMIT WORKERS TO PARK, PARK EQUIPMENT, NOR PLACE REFUSE CONTAINERS WITH THE STREET RIGHT-OF-WAY WHERE THE STREET IS OPEN TO PUBLIC USE WITHOUT

PRIOR APPROVAL OF THE CITY OF BRYAN, TRAFFIC & TRANSPORTATION DEPARTMENT.

WATER AND SEWER SERVICES

13. THE CONTRACTOR SHALL PROVIDE ALL THE MATERIALS AND APPURTENANCES NECESSARY FOR THE COMPLETE INSTALLATION OF WATER AND SEWER UTILITIES. ALL PIPES AND PIPE FITTINGS ARE TO BE INSPECTED BY THE CITY OF
BRYAN PRIOR TO COVERING AND/OR FILING UTILITY TRENCH(ES).

14. TRENCHING AND EMBEDMENT REQUIREMENTS SHALL CONFORM TO THE CITY OF BRYAN STANDARD SPECIFICATIONS. THE CONTRACTOR SHALL CONFORM TO ALL REQUIREMENTS AND/OR SHALL FOLLOW THE TYPICAL CROSS-SECTION
DETAIL. FOR TRENCHING UPON APPROVAL AND ACCEPTANCE OF THE CONSTRUCTION PLANS BY THE CITY. BACKFILL MATERIAL SHALL BE COMPACTED TO 95% DENSITY OF STANDARD PROCTOR IN ACCORDANCE WITH ASTM D-898.
ALL “BACK-FILL" MATERIAL SHALL BE COMPACTED [N 8INCH LAYERS.

15. THE CONTRACTOR SHALL MEET THE REQUIREMENTS FOR “TRENCH SAFETY" AS CONTAINED IN THE LATEST VERSION OF THE US DEPARTMENT OF LABOR, OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION STANDARDS, 28 CFR
PART 1928 SUBPART P-EXCAVATION. PRIOR TO CONSTRUCTION THE CONTRACTOR SHALL PROVIDE A PLAN FOR "TRENCH SAFETY" {LE.: SHORING SYSTEMS, SHIELD SYSTEMS, BENCHING SYSTEMS, SLOPING SYSTEMS, ETC.) THAT
SHALL BE PREPARED AND SEALED BY A REGISTERED PROFESSIONAL ENGINEER IN THE STATE OF TEXAS. THE CONTRACTOR'S SHALL PREPARE “TRENCH SAFETY" PLANS PRIOR TO CONSTRUCTION AND IMPLEMENT DURING
CONSTRUCTION. NO WORK SHALL BEGIN UNTIL SUCH “TRENCH SAFETY" PLAN IS APPROVED.

16. THE END OF WATER AND SANITARY SEWER LINES SHALL BE TIGHTLY CAPPED OR PLUGGED AND MARKED UNTIL SUCH TIME AS SERVICE CONNECTIONS ARE MADE.

17. THE CONTRACTOR SHALL COORDINATE ALL PHASES OF INSPECTION OF UTILITIES WITH THE CITY OF BRYAN PRIOR TO CONSTRUCTION AND/OR INSTALLATION.

18, THE CONTRACTOR SHALL BE RESPONSIBLE AND LIABLE FOR ANY DAMAGES TO ADJACENT PROPERTY, VEGETATION, STRUCTURES, ETC. WHICH MAY RESULT DURING THE INSTALLATION OF THE PROPOSED WATER AND SANITARY
SEWER LINES, STORM DRAIN PIPES, AND APPURTENANCES. THE CONTRACTOR SHALL LEAVE THE CONSTRUCTION S{TE CLEAN OF ALL DEBRIS.

18. ALL €I FITTINGS TO BE POLYWRAPPED,
20. ALL WATER MAINS TO BE INSTALLED WTH 4’ MINIMUM COVER UNDER FINISHED GRADE LINE UNLESS SHOWN OTHERWISE,

21. WHERE PROPOSED OR EXISTING WATER LINES CROSS PROPOSED OR EXISTING SANITARY SEWER LINES, THE SANITARY SEWER MAIN SHOULD BE EITHER CONCRETE ENCASED OR WATER-TIGHT PIPE USED & EITHER SIDE OF THE
‘CROSSING AND 2’ OF CLEARANCE MAINTAINED.

22, PRIOR TO INSTALLATION OF UTILITIES, ALL PROPERTY CORNERS ARE TO BE SET BY THE DEVELOPER'S ENGINEER.
23. CLEAN-OUTS WILL BE INSTALLED AT THE PROPERTY LINE ON EACH SAN/TARY SEWER LATERAL.
24. ANY SANITARY SEWER LATERALS WITH LESS THAN 3,5' OF COVER TO FINISHED GRADE TO BE CONCRETE ENCASED.

25. A MINIMUM OF 1' CLEARANCE (HORIZONTALLY OR VERTICALLY AT THE DISCRETION OF THE CITY) SHALL BE REQUIRED BETWEEN PROPOSED WATER LINES AND PROPOSED CURB INLETS (INCLUDING STUB-QUTS FROM THE REAR OF
INLETS). WATER LINES ALLOWED TO BE CONSTRUCTED UNDER ANY PROPOSED CURB INLETS SHALL BE CONCRETE ENCASED,

26, HANDICAP RAMPS ARE TO BE INSTALLED AT ALL INTERSECTIONS OF PUBLIC STREETS OR PRIVATE DRIVES.

27. A PAY ITEM FOR TRENCH SAFETY SYSTEMS THAT MEET REGULATIONS FOR EXCAVATING, TRENCHING, AND SHORING CONTAINED IN SUB PART P, PART 1926 OF THE CODE OF FEDERAL REGULATIONS SHALL BE INCLUDED IN THE
OR IN WITH HB 865,

28, ALL SANITARY SEWER SERVICES TO BE INSTALLED TO THE CENTER OF THE LOT UNLESS OTHERWISE SHOWN,

29. ALL WATER SERVICES TO BE INSTALLED 10 FEET TO THE UPHILL SIDE OF THE SEWER SERVICE UNLESS OTHERWISE SHOWN.

30. OPEN-CUT EXISTING ASPHALT PAVEMENT AS NECESSARY TO INSTALL UTILITIES. REPLACE PER CITY SPECIFICATION, AT LEAST ONE LANE OF TRAFFIC SHALL REMAIN OPEN AT ALL TIMES.

31. THE CONTRACTOR SHALL MAKE APPLICATION FOR SERVICES, OBTAIN ALL PERMITS AND PAY ALL CHARGES, FEES, AND CONNECTION COSTS REQUIRED FOR EACH UTILITY SERVICE.

32, ALL MATERIALS AND CONSTRUCTION SHALL BE IN ACCORDANCE WITH THESE PLANS AND CITY OF BRYAN STANDARDS AND SPECIFICATIONS EXCEPT AS NOTED HEREIN OR APPROVED BY THE CITY.
33, WATER SERVICES SHALL BE 1° TYPE K COPPER (ASTM 88},

34, CONTRACTOR SHALL PROTECT ALL PUBLIC UTILITIES IN THE CONSTRUCTION OF THIS PROJECT. ALL MANHOLES, CLEANOUTS, VALVE BOXES, AND FIRE HYDRANTS MUST BE ADJUSTED TO PROPER UINE AND GRADE BY THE UTILITY
‘CONTRACTOR AFTER PLACEMENT OF PAVING, AND BEFORE FINAL ACCEPTANCE.

36, UTILITY CONTRACTOR SHALL SET METER BOXES AFTER COMPLETION OF PAVING.

36. UTILITY CONTRACTOR SHALL BE RESPONSIBLE FOR PAVING OF INLET BLOCKOUTS, VARIABLE HEIGHT CURBS, AND INLET THROATS.

37. UTILITY CONTRACTOR SHALL PROVIDE ENGINEER AS-BUILT INFORMATION SUCH AS LOCATIONS AND DEPTHS OF UTILITY SERVICES IN ORDER TO PRODUCE RECORD DRAWINGS.

38, SANITARY SEWER MAINS SHALL BE SDR 35 PVC PIPE ASTM D-3034 FOR DEPTHS LESS THAN 12 FEET AND SDR 26 PVC PIPE PER ASTM D-3034 FOR DEPTHS GREATER THAN 12 FEET.

39. WATER MAINS SHALL BE CLASS 200 (DR 14) PVC PIPE PER AWWA SPECIFICATION C-900,

40. FIRE HYDRANTS SHALL BE LOCATED TWO FEET (2') BEHIND THE BACK OF CURBS (SEE STANDARD DETAIL) AND CENTERED AT LOT LINES OR AS SHOWN, FIRE HYDRANTS SHALL CONFORM TO AWWA SPECIFICATION C502.

41. SANITARY SEWER SERVICES SHALL BE CONSTRUCTED USING MINIMUM ALLOWABLE SLOPE [N AREAS WHERE SEWER MAIN DEPTH IS SHALLOW AND WHERE NOTED ON PROFILES.

STREET CONSTRUCTION

42 THE CITY OF BRYAN, TRAFFIC & TRANSPORTATION DEPARTMENT SHALL FURNISH AND INSTALL ALL PERMANENT TRAFFIC SIGNS AND PAVEMENT MARKINGS, INCLUDING TRAFFIC BUTTONS, AT NO COST TO THE DEVELOPER OR
CONTRACTOR.

43, CONTRACTOR OR DEVELOPER IS RESPONSIBLE FOR CONTRACTING WITH TXU FOR THE RELOCATION OF EXISTING STREET LIGHTING AS NECESSARY FOR CONSTRUCTION OF THE IMPROVEMENTS. LIGHTING STANDARD(S) SHALL BE

RELOCATED TO LOCATION(S) INDICATED ON THE APPROVED CONSTRUCTION DRAWINGS, BUT IN NO CASE SHALL THE FOUNDATION BE LOCATED LESS THAN TWO FEET (2') CLEAR OF THE NEAREST BACK OF CURB. NO COSTS RELATED
TO THE RELOCATION OF STREET LIGHTING SHALL BE THE RESPONSIBILITY OF THE CITY OF BRYAN.
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- 250, BRYAN ORIGINAL TOWNSITE, ACCORDING TO THE PLAT RECORDED REPLAT
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indersigned, En of the Clty of Bryan, hereby certity thot this piat is in compliance NORTHWEST CORNER OF SAID LOT 10;
km“mtmwgwu&uﬁmm%mg‘ya n.."’&,‘ of I;rm and was approved on the THENGE: S 85' 13' 39" € ALONG THE SOUTH LINE OF W, 24TH TO CREATE
— — DISTANCE OF 250.00 FEET TO A 1/2 INCH IRON ROD
e e e B R T LOTS 1R & 10R. BLOCK 250
S il plypriipnbely BRYAN ORIGINAL TOWNSITE
- i FOND ORI RO LN o V. Wk . G PARHAY Wakch 1.43 AC., S. F. AUSTIN LEAGUE #9, A-62
i o CERTIFICATE OF THE COUNTY CLERK g
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40 WPH = 470 FEET.

I

MAINTENANCE GENERAL CRITERIA

LANDSCAPE LEGEND

TRACT 1 & TRACT 2 TOTAL
CITY OF BRYAN, ARTICLE VII—LANDSCAPING

Ar: oY 29

Date

No|

SITE VICINITY MAP

ALL LANDSCAPING AND RELATED MAINTENANCE SHALL BE mz RESPONSBIU‘IY oF

THE PROPERTY OWNER. THE FOLLOWING STANDARDS SHALL BE
1. ALL REQUIRED LANDSCAPE AREAS SHALL BE PERMANENTLY MAINTAINED AND

E WITH RAIN AND FRE IRRIGATION SYSTEM
HALL BE INSTALLED BY LICENSED IRRIGATOR OR MASTER PLUS
2. LANDSCAPE ISLANDS — SHALL BE IRRIGATED AS REQUIRED 8Y THIS SECTION.

WATER S APP) PA Rx»m; AND OR DRIVING
3. IRRIGATION SYSTEMS MA' IBLIC STREET JUHT OF WAY. How
£ CITY OR ANY. kacmsm UTIUTY WLL NO RESPON: FOR

MATERIALS OR Eowmmr WHILE szn
QLANDSCAPED AREAS SHALL BE KEPT FREE OF TRASH,

R
OWNER (S RESPON: OR REGULAR WEEDING MOWING OF Ass rmamm

FERTILZING, PRUN'NQ AND OTNER MANTENANCE OF ALL PLANTINGS AS NEEDED.
6. PLANT MATERIALS WHICH ALL BE REPLACED BY THE OWNER WITHIN A

SIX MONTH PERIOD WITH M.ANY uﬂmu.s OF SIMIAR vmm AND SIZE.

FERTILIZER

1. CONTRACTOR SHALL BE RESPONSIBLE FOR BENG FAMILAR WITH AL

SOILUTLTIES.

'CONTRACTOR PROCEED as
DESIGNED WHEN [T 1S OBVIOUS THAT UNKNOWN OBSTR! AN/
SRa0E EXST THAT WY NOT HAVE BEEN KNOWN OURING
. SUCH CONDITIONS SHALL BE MAEDWTELY BROUGHT T0 THE

OF THE LANDSCAPE ARCHTECT AT (972)889-3535. THE
FLL RESPONSIBILITY

FOR ALL NECESSARY
REVISIONS DUE TO_FALURE TO GME SUCH NOTFICATION.

3. CONTRACTOR SHALL BE RESPONSBLE FOR ANY COORDINATION WITH
GENERAL CONTRACTOR AND SUBCONTRACTORS AS REDURED TO
ACCOMPLISH PLANTING OPERATIONS.

& F SZE OF AREAS s

TO CONTACT LANDSCAPE ARCHITELT FOR RESDLUTION. FAILURE TO MAKE

SUCH COM KNOWN TO THE LAN T .
LiaBiLTY 4TE THE_MATERILS.

LANGSCAPE. ARCHITECT 48 HOLRS PRIR TO
OF LANDSCAPE WORK TD CODRDWATE PROJECT INSPECTION

& CONTRACTOR IS REPONSELE FOR MANTANING AL SHEUS D OROUND
COVER AREA N A WEED—FREE. DEBRI—FREE, AND BERMUDA-FREE
ONDMON, ALL EXSTIG GRASSES SHALL BE DU OUT BY THE RODTS AND

9. ALL PLANTING AREA SHALL SLOPE AwAY FROM BUILDINGS TOWARDS THE WALKS
it A b 3% SeE
10, PIMSH GRADE SHAL €€ 1 BELOW FINSH PAVING SLRFACE N ADACENT
LA AREA AND 2° N SHRUB AREAS. SOME

FEURED 10 ACCOMPLSH FINISH GRADE. (SEE SOIL PREPARATION

T how OF AL PUT ROOT SYSTEUS SHALL BE. SUGHTLY MGHER AFTER

ADMCENT SOIL
12, SEE DETALS AND SPECIFICATIONS FOR STAKING AND GUYING METHODS, PLAT
DIMENSIONS AND BACK FILL REQUIREMENTS. CONTRACTOR SHALL BE
RESPONSBAE FOR THE TREE'S

13. SHRUBS, GROUND COVERS, AND SEASONAL COLOR SHALL BE TRINGULARLY
su.:mnsrmsw-uo-mmnmmumnz WYER oF
Ve AL GROUND. COVERS TO_8€ HED BACK 12° FROM EDGE OF SHRUB PLANTING
AREAS AND AVNG. ALL PLANTING BEDS TO BE DNVDED
FROM SOD WITH STEEL EDGING, TYPKAL

15. SEASONAL COLOR WILL 8€ SELECTED BT THE LANDSCAPE ARGHITECT PRIOR
TO THE INSTALLATION TIE.

16. ALL TREES SHALL BE LOCATED A MNMUM OF 4 FEET FROM WALLS, HEADERS,
WAKS, AID OTHER TREES WITHIN THE PROKCT. IF CONLCTS MRISE

STABLTY FOR THE DURATION OF THE

3
%

CONTRACTOR LIABILTY TO REDUCE THE MATERWALS.

amm ITEMS INCLUDED:
COLOR STAR ALL FLOWERING PLANTS
3. CORANGEA FERTILZER. ON ALL FVDRANGEA
3. OZEMOCOTE ALL BEDS
4. FERTIUZE NEW (RONITE SOD 20 DAYS AFTER ISTALLATION, ROLL SMOOTH
5. ACID AZALEA FERTUZER ALL AZALEAS, SEE DETAL THIS SHEET

SUPER THRIVE ALL TREES

£
5

:

il
1
Eﬁ

¥

®!
AR

1. USE SUPERTHRIVE ON ALL TREES OVER 2" CAUPER,

2. TWD APPLICATIONS PER DIRECTIONS ON BOTTLE. MiN. 25
GALLONS PER INCH OF TREE IN EACH DRIP LINE.

3. THEN WAIT ONE WEEK AND AFPLY DNE MORE
APPLICATION.

"
BULDNG UNES , CVL PAWNG DR SDEWALKS.

IRRIGATION SLEEVE DETAIL NSTALED Wk PAWG IS CHRETE

NTS

CAP R DUCT TAPE END LOSED PRIOR TO SETTWE
ST 1 DEEP N

IN EACH AREA NOTED
1er” T PLANT MATERIAL KEY, SEE PLANT LIST

/mu 50 FT LA
/]

PLANT NATERIAL QUANTITY, SEE PLAN

IAmoATON SUEEMVE R
* SUEEVE m BE INSTALLED AT
EACH LOCATON SHOR UNLESS NPTED

NOIE SQ FT OF LANDSCAPE AREA ON SITE

EXISTING SMALL CANOPY TREES, 3° CALIPER MiN,

LARGE CANOPY 3"-3.5" CALIPER
MIN. AND cwmum SIZE SPECIFED

LARGE CANOPY TREES, CAUPER
MIN. AND CONTAINER SZE SPmF\ED

NON CANOPY TREES, 3'-3.5" CALIPER MIN.
AND 65 GALLON CONTAINER SIZE SPECIFED

AND CONTAINER SIZE SPECH

25"

BED WMTH
CURBS AS SHOWN
LOW EVERGREEN SHRUB MIN, 3 GALLON

1'~5' WIDE HARDWOOD MULCH BED WTH 3
MULCH AT BACK OF CURBS AS SHOWN
072277 EVERGREEN GROUND COVER AND

ey PERENNIALS, FLOWERS

SOLID SOD BERMUDA GRASS

LANDSCAPE GRASS OPTION

NDN CANOPY TREES, 1.5 Jo' CAUPER MIN.

PARKING AREA TREES, ONE AT EACH {SLAND
cAL

FLOWERING ACCENT PERENNIALS MIN 1 GALLON

EVERGREEN SCREENING AND ACCENT SHRUBS 25 GAL
SPACED AT 5 FEET ON CENTER, WITH 3" HARDWOOD MULCH

EVERGREEN SHRUBS MIN. 7 GALLON SPACED 36" ON
CENTER, 38° HIGH AT TIME OF PLANTING iN 48" WIDE
1'=6" WIDE 3° MULCH EDGE AT BACK OF

BASE BID:

1. ALL SOLID SOD NOTED AND SHOWN IS TO BE BID IN BASE BID AS
2 CONTRACTOR TO REVIEW TIME PLAN

SEED WILL NOT GERMINATE DUE T COLD WEA
CERTIFICATE OF OCCUPANCY. BID AS ADD ALTERNATE

THER. INCLUDE SOLID SOD FOR
M.

NG AND SO0 TEWPERATURES. TP

BURDING SITE REQUIRED PROVIDED TRACT 142
(1) AREA REQUIREMENTS
Al EQUAL TO 15X OF THE DEVELOPED
AREA' SHALL BE LANDSCAPED
TOTAL GROSS AREA OF THE SITE
0.717 ACRE OR 31,250 SF. 4688 S0 FT | 4863 SO FT
AT 2 = 077 ACRE OR 3125 S 4,688 S0 FT | 9,383 SQ
TOTAL 62,500 SQ FT | 9,376 S0 FT  [14.046 S FT 22%
. NOT LESS THAN SOX OF THE AREA TO BE {4,688 SO FT 4,800 5Q FT
% (ANDSCAPE SHALL BE PLANTED W T
C. NOT LESS THAN 50% OF THE TREES PLANTED | 2,344 SO FT 2400 SO FT
IN THE AREA SHALL BE CANOPY TREES.
(2) TREES
A TREES SIX (60 FEET) IN HEIGHT MIN YES 1.5-2.0" MIN
1.5" CAUPER. ALL CONTAINER
8. EXISTING TREES USED FOR CREDIT NONE NONE
C. SQUARE FEET OF COVERAGE FOR CONTANER | ALLOWED No. sq FT
1. EXISTING CANOPY TREES PROTECTED 225 5 FT
2. NEWLY PLANTED CANOPY TREE 1.5°-3.0 200 SO FT 12 | 2400 S FT
3. NEWLY PLANTED CANOPY TREE. > 3.0 SQ FT
4+ EXISTING NON CANDPY TREE PROTECTED 100 S0 FT
5. NEWLY PLANTED NON CANGPY 1.5°-3.0" 150 50 FT 16 | 2400 so FT
6. NEWLY PLANTED NON CANCPY, > 3.0° 225 50 FT
(3) SHRUBS AND PLANTING BEDS
LESS THAN 2 GALLONS, 550 FT 15 3sQFT
5. 5 CALLONS P 015 BALLONS 10°5Q FT 6 550 FT
C. 15 GALLONS AND LARGER 15 S0 FT [ 050 FT
(4) GRASSES 4D GROUND cOVERS
PER 100 SQ FT OF GRASS 10 50 FT 13,348 [ 1.335 s FT
TS AMOUNT SHALL NOT EXCEED 15 PERCENT 14
THE OVERALL LANDSCAPING REQUIRED
TOTAL SITE LANDSCAPE POINTS 6,143 sQ FT
B. PARKING AREAS
(1) TREES REQUIRED FOR EVERY PARKING LOT
END ISLAND. MIN 2.0° CALPER vES YES
(2) SHRUBS, CRASSES AND LIVE GROUND COVERS|
THE REMAINDER OF THE PARKING LOT YES ¥ES
SHALL BE FULLY LANDSCAPED
(3) SCREENING
DECORATIVE WALL, EARTHEN BERM, OR
AT LEAST 2 FOOT (24°) N HEIGHT. O
EVERGREEN AT LEAST
THREE (3) rzzr W HEGHT 1S REQURED
EET FR
A-UNERE GUTDOOR. PARKIG WTHN 30 FT. ves YES
& WIERE PUEL TANKS OR'LOCATED
C. WHERE VEHICLE DRIVE-UP WINDOWS ¥Es YES
FACE THE STREET.
(C) FREE STANDING ON-PREMISE SIGNS
(1) CANDSCAPED AREA SHALL BE PROVOED FOR AN AREA EXTENDING A MIN FOUR (4)
ALL DI
(2) 'IHE LANDSCAPE AREA SHALL BE COMPOSED OF M 30 PERCENT SHRUBS
D REMAINING UVE GRASS.
(D) GEN
(1} ws:s RE\:DMMENDD FOR USE IN THE BRAZOS VALLEY ARE IDENTIFIED ON THE TREE
() ALL REDUIRE) LADSCAPNG SHALL BE RRIONTED BY EITHER AND UNDER GROUND
IRRIGATION SYSTEM OR A HOSE ATTACHMENT WITHIN 150 FEET OF ALL LANDSCAPING.
(3) ALL unbscmnc SHALL COMPLY WITH THE SIGHT DISTANCE REQUIREMENTS AS
DEFINED IN ARTICLE .

THE WOODLANDS, TEXAS 77389
JIM GUNN
PH: (832) 671-2424
FAX: (281) 444-4475

BRYAN-WEST DEV. PARTNERS, LLC.

N\ [ cumwr aporess

FIRM NAME AND ADDRESS
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®

IRVING, TEXAS 75062

Civil Engineers
320 DECKER DRIVE
TEL (972) 717-0100 FAX (872) 747-0111
TBPE No. : F-3184

ENGINEERING, INC.

BRYAN FAMILY DOLLAR STORE )
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LANDSCAPE SPECIFICATIONS
SECTION 02900
PART 1 GENERAL

1.1 REFERENCED DOCUMENTS
A. REFER TO BIDDING REQUIREMENTS, SPECIAL PROVISIONS. AND SCHEDULES FOR ADDITIONAL
REQUIREMENTS.

1.2 DESCRIPTION OF WORK
A. WORK INCLUDED: FURNISH ALL SUPERVSION, LABOR, MATERIALS, SERVICES, EQUIPMENT AND
APPLANCES REQUIRED TO COMPLETE THE WORK COVERED IN CONJUNCTION WITH THE
LANDSCAFING COVERED IN THE SPECIRCATIONS AND LANDSCAPE PLANS, INCLUDING:
{ SHRUBS, GROUND COVERS, PERENNIALS, GRASS )
BED PREPARATIONS AND FERTILIZATION
NOTIFICATION OF SOURCES OF PLANT MATERIALS AND AMENDMENTS
WATER AND MAINTENANCE UNTIL Fil
GUARANTEE PERIOD DESCRIBED ON DRAWINGS

kY
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1.3 REFERENCE STANDARDS

A. AMERICAN STANDARD FOR NURSERY STOCK PUBLISHED BY AMERICAN ASSOCIATION OF
NURSERYMEN; OCTOBER 27, 1980, EDITION; BY AMERICAN NATIONAL STANDARDS INSTITUTE, INC.
(Z60.1)~ PLANT MATERIAL

B. AMERICAN JOINT COMMITTEE ON HORTICULTURE NOMENCLATURE :
STANDARDIZED PLANT NAMES

C. TEXAS ASSOCIATION OF NURSERYMEN, GRADES AND STANDARDS
D. HORTIS THIRD 1976 — CORNELL UNIVERSITY

ADDITION 1942 EDITION

1.4 NOTIFICATION OF SQURCES AND SUBMITTALS

A. THE CONTRACTOR SHALL, WITHIN TEN (10) DAYS FOLLOWING ACCEPTANCE OF BID, NOTIFY THE
LANDSCAPE ARCHITECT/ENGINEER /OWNER OF THE SOURCES OF PLANT MATERIALS AND BED
PREPARATION REQUIRED FOR THE PROJECT.

B. SAMPLES: PROVIDE REPRESENTATIVE QUANTITIES OF SANDY LOAM SOiL, MULCH. BED MIX
MATERIAL. PEA GRAVEL, DRAIN GRAVEL, DECOMPOSED GRANITE, STEEL EDGING, HARDWOOD
MULCH,JUTTE MESH, SOIL SEPARATOR, STONE NOTED ON DRAWINGS. SAMPLES SHALL BE
APPROVED BY THE LANDSCAPE ARCHITECT/ENGINEER/OWNER BEFORE USE ON THE PROJECT.

C. PRODUCT DATA: SUBMIT COMPLETE PRODUCT DATA AND SPECIFICATION ON ALL OTHER
SPECIFIED MATERIAL

D. SUBMIT THREE REPRESENTATIVE SAMPLES, JPG FILE PHOTOGRAPHS, OF EACH VARIETY OF
LARGE TREES, ORNAMENTAL TREES, SHRUBS, GROUND COVER, PERENNIALS FOR LANDSCAPE
ARCHITECT/ENGINEER /OWNER APPROVAL. WHEN AFPROVED. TAG. INSTALL, AND MAINTAIN AS
REPRESENTATIVE SAMPLES FOR FINAL INSTALLED PLANT MATERIALS.

E. FILE CERTIFICATES OF INSPECTION OF PLANT MATERIAL BY STATE, COUNTY, AND FEDERAL
AUTHORITIES WITH LANDSCAPE ARCHITECT/ENGINEER/OWNER , IF REQUIRED.

F. SOIL ANALYSIS: PROVIDE AN EXISTING SOIL ANALYSIS FROM THE SITE WITH RECOMMENDATIONS
ON AMENDING THE SOIL BY A LICENSED SOILS AND PLANT LAB. PROVIDED SOILS ANALYSIS TO
LANDSCAPE ARCHITECT /ENGINEER /OWNER.

1.5 JOB CONDITH

A. GENERAL CUNT'RACTOR TO COMPLETE THE FOLLOWING PUNCH UST: PRIOR TO THE LANDSCAPE
CONTRACTOR INITIATING ANY PORTION OF THE LANDSCAPE INSTALLATION, GENERAL CONTRACTOR
SHALL LEAVE PLANTING BED AREAS THREE (3") INCHES BELOW FINISHED GRADE OF SIDEWALKS,
DRIVES, AND CURBS AS SHOWN ON THE DRAWINGS. ALL LAWN AREAS TO RECEIVE SOUD SO0
SHALL BE LEFT ONE (1") INCH BELOW THE FINISHED GRADE AT SIDEWALKS, DRIVES AND CURBS.
ALL CONST‘RUCTION DEBRIS SHALL BE REMOVED PRIOR TO LANDSCAPE CONTRACTOR BEGINNING

8. GENE?AL CONTRACTOR SHALL PROVIDE TOPSOIL AS DESCRIBED IN SECTION 02200 —
EARTHWDR

STORAGE OF MATERIALS AND EQUIPMENT AT THE JOB SITE WLL BE AT THE RISK OF THE
LANDSCAPE CONTRACTOR. THE OWNER CAN NOT BE HELD RESPONSIBLE FOR THEFT OR DAMAGE.

1.6 MAINTENANCE AND GUARANTEE
A MAINTENANCE

THE LANDSCAPE CONTRACTOR WILL BE HELD RESPONSIBLE FOR THE MAINTENANCE OF ALL
WORK FROM THE TIME OF PLANTING UNTIL FINAL ACCEPTANCE BY THE LANDSCAPI
ARCHITECT /ENGINEER /OWNER. NO TREES, SHRUBS, GROUND COVERS OR GRASS TD BE ACCEPTED
UNLESS THEY SHOW A HEALTHY GROWTH AND SATISFACTORY FOLIAGE CONDITION.
2. MAINTENANCE SHALL INCLUDE WATERING OF TREES AND PLANTS, CULTIVATION, WEEDING,
SPRAYING, PRUNING OF TREES AND SHRUBS, MOWING OF GRASS WEEKLY, SITE LANDSCAPE BED
n\;'lifHING DEBRIS AND TRASH CLEANING UP WEEKLY AND ALL OTHER WORK NECESSARY OF
3. WRITTEN NOTICE REQUESTING FINAL INSPECTION AND FINAL ACCEPTANCE SHOULD BE
SUBMITTED TO THE OWNER AT LEAST SEVEN (7) DAYS PRIOR TO COMPLETION. AN ON~SITE
INS(F:'EE;:_ITION BY THE OWNER AND LANDSCAPE CONTRACTOR WILL BE COMPLETED PRIOR TO WRITTEN

AFTER FINAL ACCEPTANCE LANDSCAPE INSTALLATION, THE LANDSCAPE CONTRACTOR WILL NOT
EE REQUIRED TO DO ANY OF THE ABOVE MAINTENANCE WORK AS PART OF THESE PLANS.

B. GUARANTEE
1. TREES SHALL BE GUARANTEED FOR TWELVE (12) MONTH PERIOD AFTER FINAL ACCEPTANCE.
SHRUBS AND GROUND COVERS SHALL BE GUARANTEED FOR A PERIOD OF TWELVE (12) MONTHS
AFTER FINAL ACCEPTANCE, THE CONTRACTOR SHALL REPLACE ALL DEAD PLANT MATERIALS AS
SOON AS WEATHER PERMITS AND UPUN NOTIFICATION OF THE OWNER. PLANTS, INCLUDING TREES,
WHICH HAVE PARTIALLY DIED T SHAPE, SIZE, OR SNMETRY HAS BEEN DAMAGED, SHALL
BE CONSIDERED SUBJECT TO REPLACEMENT UNDER THE GUARANTEE PERIOD IN ANY AND ALL
SES TH HNDNGS OF THE OWNER OR OWNER REPRESENYATIVE SHALL

USED AS REPLACEMENT SHALL BE OF SAME KIND AND SIZE AS THOSE ORIGINALLY
PLANTED AND SHALL BE PLANTED AS ORIGINALLY SPECIFIED, UNLESS APPROVED BY THE OWNER
AND ALLOWED ON THE CITY APPROVED LANDSCAPE PLAN MATERIAL UIST. AtL WORK, INCLUDING
DEMOLITION OF DEAD PLANTS, MATERIALS, LABOR AND EQUIPMENT USED IN REPLACEMENT’S
SHALL CARRY A TWELVE (12) MONTH GUARANTEE FROM TIME OF ACCEPTANCE OF THE
REPLACEMENTS. ANY DAMAGE, INCLUDING RUTS, IN LAWN OR BED AREAS, INEURRED AS A
RESULT OF MAKING REPLACEMENTS SHALL BE IMMEDIATELY REPAIRED.
B. AT THE DIRECTION OF THE OWNER, PLANTS MAY BE REPLACED AT THE START OF THE NEXT
YEAR'S PLANTING SEASON. (N SUCH CASES, DEAD PLANTS SHALL BE REMOVED FROM THE
PREMISES WITHIN TEN (10) DAYS OF NOTIFICATION BY THE OWNER.
C. WHEN PLANT REPLACEMENTS ARE MADE, PLANTS, SOIL MIX, FERTILIZER AND MULCH ARE TO BE
UTIUZED AS ORIGINALLY SPECIFIED AND RE INSPECTED FOR FULL COMPLIANCE WITH THE
gggTRACT REQUIREMENTS. ALL REPLACEMENTS ARE TO BE INCLUDED UNDER 'WORK" OF THIS

2. THE OWNER AGREES THAT FOR THE GUARANTEE TO BE EFFECTIVE, HE WILL WATER PLANTS AT
IECACSE;TTWICE A WEEK DURING DRY PERIODS AND CULTIVATE BEDS ONCE A MONTH AFTER FINAL

A ANC

3. THE ABOVE GUARANTEE SHALL NOT APPLY WHERE PLANTS DIE AFTER FINAL ACCEPTANCE
BECAUSE OF INJURY BY STORMS, HEAT STRESS, HAIL, FREEZE, INSECTS, DISEASE, INJURY BY
HUMANS, MACHINES OR THEFT.

4 ACCEPTANCE FOR ALL LANDSCAPE WORK SHALL BE GIVEN AFTER FINAL INSPECTION BY THE
LANDSCAPE ARCHITECT /ENGINEER/OWNER PROVIDED THE JOB IS IN A COMPLETED, UNDAMAGED
CONDITION, AND THERE IS A STAND OF GRASS IN ALL LAWN AREAS. AT THIS TIME, THE OWNER
WLL ASSUME MAINTENANCE ON THE ACCEPTED WORK.

1.7 QUALITY ASSURANCE
A GENERAL: COMPLY WTH APPLICABLE FEDERAL, STATE, COUNTY, AND LOCAL REGULATIONS
VERNING LANDSCAPE MATERIALS AND W
E PERSONNEL: EMPLOY ONLY E)‘PERIE‘NCED PERSDNNEL WHO ARE FAMIUAR WTH THE REQUIRED
WORK. PROVIDE FULL-TIME SUPERVISION BY QUALIFIED FOREMAN ACCEPTABLE TO LANDSCAPE
ARCHITECT/ENGINEER/DWER
OF PLANT MATERIALS:

I MAKE CONTACT WITH SUPPLIERS IMMEDIATELY UPON OBTAINING NOTICE QF CONTRACT
ACCEPTANCE TO SELECT AND BOOK MATERIALS. DEVELOP A PROGRAM OF MAINTENANCE (PRUNING
AND FERTILIZATION) WHICH WILL INSURE THE PURCHASED MATERIALS WILL MEET AND OR EXCEED
PROJECT SPECIFICATIONS.
2 LANDSCAPE ARCHITGECT/ENGINEER WILL PROVIDE A KEY IDENTIFYING EACH TREE LOCATION ON

TTEN VERIFICATION WILL BE REQUIRED TO DOCUMENT MATERIAL SELECTION, SOURCE AND
DELIVERY SCHEDULE TO SITE.
3. OWNER AND OR LANDSCAPE ARCHITECT/ENGINEER SHALL INSPECT ALL PLANT MATERIALS,
WHEN REASONABLE AT PLACE OF GROWTH FOR COMPLIANCE WTH REQUIREMENTS FOR GENUS,
SPECIES, CULTIVAR/VARIETY, SIZE, AND QUALTY.
4. OWNER AND OR LANDSCAPE ARCHITECT/ENGINEER RETAINS THE RIGHT TO FURTHER INSPECT
ALL PLANT MATERIALS UPON ARRIVAL AT THE SITE AND DURING INSTALLATION FOR SIZE AND
CONDITION OF ROOT BALLS, LIMBS, BRANCHING HABIT, INSECTS, INJURIES, AND LATENT DEFECTS.
OR LANDSCAPE AFCHITECT/DIGINER MAY REJECT UNSATISFACTORY OR DEFECTIVE
MATERIAL AT ANY TIME DURING THE PROCESS OF WORK. REMOVE REJECTED MATERIALS FROM THE
SITE IMMEDIATELY. PLANTS DAMAGED IN TRANSIT OR AT JOB SITE SHALL BE REJECTED.

1.8 PRODUCT DELIVERY, STORAGE AND HANDLING
A. PREPARATION:
1. BALLED AND BURLAPPED (B&B) PLANTS: DIG AND PREPARE SHIPMENT IN A MANOR THAT WILL
NOT DAMAGE ROOTS, BRANCHES, SHAPE AND FI MENT.
2. CONTAINER GROWN PLANTS: DELIVER PLANTS IN RIGID CONTAINER TO HOLD BALL SHAPE
PROTECT ROOT MASS.
B. DELIVERY:
1. DELIVER PACKAGED MATERIALS IN SEALED CONTAINERS SHOWING WEIGHT, ANALYSIS AND NAME
OF MANUFACTURER. PROTECT MATERIALS FROM DETERIORATION DURING DELIVERY.
2. DELIVER ONLY PLANT MATERIALS THAT CAN BE PLANTED IN ONE DAY UNLESS ADEQUATE
STORAGE AND WATERING FACIUTIES ARE AVAILABLE ON JOB SITE.
3. PROTECT ROQT BALLS BY HEEUING iN WMTH SAWDUST OR OTHER APPROVED MOISTURE
RETAINING MATERIAL IF NOT PLANTED WTHIN 24 HOURS OF DELIVERY.

T PLANTS DURING DELIVERY TO PREVENT DAMAGE TO ROOT BALLS OR DESICCATION OF
LEAVES KEEP PLANTS MOIST AT ALL TIMES. COVER ALL MATERIALS DURING TRANSPORT.
5. NOTIFY LANDSCAPE ARCHITGECT/ENGINEER/OWNER OF DELIVERY SCHEDULE 72 HOURS IN
ADVANCE SO PLANT MATERIAL MAY BE OBSERVED UPON ARRIVAL AT JOB SITE.
6. REMOVE REXCTED PLANT MATERIALS IMMEDIATELY FROM SITE.
7. 70 AVOID DAMAGE OR STRESS, DO NOT LIFT, MOVE, ADNST TO PLUMB. OR OTHERWSE
MANIPULATE PLANTS BY TRUNK OR STEMS.

PART 2 -~ PRODUCTS

2.1 PLANTS

A. GENERAL; WELL FORMED NO. 1 GRADE OR BETTER NURSERY GROWN STOCK. LISTED PLANT

HEIGHTS ARE FROM TOPS OF ROOT BALLS TO NOMINAL TOPS OF PLANTS. PLANT SPREAD REFERS

TO NOMINAL OUTER WIDTH OF THE PLANT, NOT TO THE OUTER LEAF TIPS. PLANTS WLL 8E

INDIVIDUALLY APPROVED BY THE LANDSCAPE ARCHITECT/ENGINEER AND THAT DECISION AS TO

THEIR ACCEPTABILITY SHALL BE FINAL.

B. QUANTITIES: THE DRAWINGS AND SPECIFICATIONS AND COMPLIMENTARY; ANYTHING CALILD FOR

ON ONE AND NOT THE OTHER IS A BINDING AS IF SHOWN AND CALLED FOR ON BOTH.

PLANT SCHEDULE IS AN AID TO BIDDERS ONLY. CONFIRM ALL QUANTITIES ON THE PLAN

C QUAUTY AND SIZE: PLANT MATERIALS SHALL CONFIRM TO THE SIZE GIVEN ON THE PLAN, AND

SHALL BE HEALTHY, SYMMETRICAL, WELL SHAPED, FULL BRANCHED, AND WELL ROOTED.

PLANTS SHALL BE FREE FROM INJURIQUS INSECTS, DISEASES, INJURIES TO THE BARK OR ROOTS,

BROKEN BRANCHES, OBJECTIONABLE DISFIGUREMENTS, INSECT EGGS AND LARVAE AND ARE TO BE

SPECIMEN QUALITY.

E. TREES SHALL BE HEALTHY. FULL BRANCHED, WELL SHAPED, AND SHALL MEET THE TRUNK

DIAMETER AND HEIGHT REQUIREMENTS OF THE PLANT SCHEDULE. BALLED AND BURLAPPED SHALL

BE FIRM, NEAT. SUGHTLY TAPERED, AND WELL WRAPPED IN BURLAP. ANV TREE LOOSE IN TH

BALL OR WITH BROKEN BALL AT TIME OF PLANTING WILL BE REJECTED.

(‘IO) INCHES IN DIAMETER FOR EACH ONE {17) INCH OF TRUNK DIAMETER MEAsURED SIX (6")

ABOVE THE TOP OF BALL.

1 NOMENCLATURE CONFORMS TO CUSTOMARY NURSERY USAGE; FOR CLARIFICATION. THE TERM

“MULTI — TRUNK" DEFINES A PLANT HAVING THREE (3) OR MORE TRUNKS OF NEARLY EQUAL

DIAMETER. TO CALCULATE THE TOTAL CALIPER OF MULTI TRUNK TREES, ADD THE CALIPER OF THE
LARGEST TRUNK IN INCHES TO THE REMAINING CALIPER IN (NCHES DIVDED BY 2. THEN ADD THAT

TOTAL CALIF‘ER ING‘IES OF TRUNKS FOR THE TOTAL SPECIFIED CALIPER INCHES PROVIDED ON THE

F F‘RUNING Au. PRUNING OF TREES AND SHRUBS, AS DIRECTED BY LANDSCAPE
ARCHITECT/ENGINEER, SHALL BE EXECUTED BY LANDSCAPE CONTRACTOR AT NO ADDITIONAL COST
TO THE OWNER.

2.2 SOIL PREPARATION MATERIALS

A. SANDY LOAM:
1. FRIABLE, FERTILE, DARK, LOAMY SOIL, FREE OF CLAY LUMPS, SUBSQIL, GRASS, STONES OVER
ONE (1") INCH AND OTHERS EXTRANEOUS MATERIAL AND REASONABLY FREE OF WEEDS AND
FOREIGN GRASS. LOAM CONTAINING DALLAS GRASS OR NUT GRASS SHALL BE REJECTED.
2. PHYSICAL PROPERTIES AS FOLLOW:

T

CEN
3. ORGANIC MATTER SHALL BE 3%-10% OF TOTAL DRY WEIGHT.
4. IF REQUESTED, PROVIDE A CERTIFIED SOIL ANALYSIS CONDUCTED BY AN APPROVED SOIL
TESTING LABORATORY VERIFYING THAT THE SANDY LOAM MEETS THE ABOVE REQUIREMENTS.
B. ORGANIC MATERIAL: COMPOST WTH A MIXTUR % VEGETATIVE MATTER AND 207% ANIMAL
WASTE. INGREDIENTS SHOULD BE A MIX OF COURSE AND FINE TEXTURED MATERIAL.
C. PREMIXED EEUUING SOIL AS SUPPLIED BY VITAL EARTH RESOURCES, GLADEWATER, TEXAS:
PROFESSIONAL BEDOING SOIL AS SUPPLIED BY LIVING EARTH TECHNOLOGY, DALLAS, TEXAS OR
ACID GRO MUNICIFAL MIX AS SUPPLIED BY SOIL BUILDING SYSTEMS, DALLAS, TEXAS OR
QUAL.

D. SHARP SAND: SHARP SAND MUST BE FREE OF SEEDS, SOIL PARTICLES AND WEEDS.

E. MULCH: DOUBLE SHREDDED HARDWOOD MULCH, PARTIALLY DECOMPOSED, DARK BROWN, LIMNG

EARTH TECHNOLOGY OR APPROVED EQUAL.

F. ORGANIC FERTIUZER: SUSTANE, FERTILAID, OR GREEN SENSE OR EQUAL AS RECOMMENDED

FOR REQUIRED APPLICATIONS. FERTILIZER SHALL BE DELIVERED TO THE SITE IN ORIGINAL

UNOPENED CONTAINERS, EACH BEARING THE MANUFACTURER'S GUARANTEED STATEMENT OF

ANALYSIS.

G. COMMERCIAL FERTILIZER: 10—20-10 OR SIMILAR ANALYSIS. NITROGEN SOURCE TQ BE A

MINIMUM 50% SLOW RELEASE ORCANIC NITROGEN (SCU OR UF) WMITH A MINIMUM OF 8% SULFUR
D 4% (RON, PLUS MICRONUTRIENTS.

H. PEAT: COMMERCIAL SPHAGNUM PEAT MOSS OR PARTIALLY DECOMPOSED SHREDDED PINE BARK

OR OTHER APPROVED ORGANIC MATERIAL.

2.3 MISCELLANEOUS MATERIALS

A. STEEL EDGING: SHALL BE RYERSON "ESTATE CURBING", DARK GREEN, 1/8" X 4" WITH STAKES

FOUR (4') FEET ON CENTER OR APPROVED EQUAL.

B. TREE STAKING MATERIAL FOR SHADE TREES:

1. POST; STUDDED “T"— PQST, NO t ARMCO WMTH ANCHOR PLATE; SIX (6') FEET IN LENGTH,

PAINT FLAT BLACK, PRIOR TO INSTALLING.

2. WIRE: 12 GAUGE. SINGLE STRAND, GALVANIZED W

J RUBBER HOSE 2 PLY. FIBER REINFORCED HOSE. MINIMUM HALF (.5") INCH INSIDE DIAMETER.
OLOR BLAI

C GRAVEL: WASHED NATIVE PEA GRAVEL, GRADED ONE (1"} INCH TO ONE AND HALF (1.5") INCH
D. FILTER FABRIC: MIRAFI 140N CELANESE FIBERS MARKETING COMPANY, AVAILABLE AT CMC
REBAR CO., (214)-631-5250 OR AS APPROVED

PART 3 — EXECUTION
3.1 BED FERTIUZER AND FERTILIZATION

A. LANDSCAPE CONTRACTOR TO INSPECT ALL EXISTING CONDITIONS AND REPORT ANY
DEFICIENCIES TO THE LANDSCAPE ARCHITECT/ENGINEEF/OW
B. ALL PLANTING AREAS SHALL BE CONDITIONED AS FOLLOWS;

PREPARE NEW PLANTING BED BY SCRAPING AWAY EXISTING GRASS AND WEEDS AS NECESSARY
IN ADDITION AT BACK OF CURBS AND EDGES OF PAVING REMOVE THE EXISTING SOIL TO A DEPTH
OF SIX (6") INCHES TO ALLOW FOR THE AMENDMENTS. THEN TILL EXISTING SOIL TO A DEPTH OF
SIX (67) INCHES PRIOR TO FERTILIZER AND COMPOST APPLICATION. FINAL CONDITION OF EXISTING
SOIL TO BE FINE, FRIABLE, CONSISTENT DEPTH, AND FREE OF ROCKS AND ROOTS AND Al
WHEN COMPLETELY TILLED. APPLY FERTIUZER AS PER MANUFACTURER RECONMENDATIONS ADD
SIX (67) INCHES OF COMPOST AND TILL INTO A DEPTH OF SIX (6") INCHES OF EXISTING SOIL.
APPLY ORGANIC FERTILIZER SUCH AS SUSTANE OR GREEN SENSE AT THE RATE OF TWENTY (20)
POUNDS PER ONE THOUSAND (1,000) SQUARE FEET.

2. ALL PLANTING BED AREAS SHALL RECEIVE A THREE (3") INCH LAYER OF SPECIFIED MULCH.

3. BACKFILL FOR TREE PITS SHALL BE AS FOLLOWS; USE EXISTING TOP SOIL ON SITE, FREE FROM

LARGE CLUMPS, RO(K OEBRIS CALICHE, SUBSOIL, ETC.. PLACED N NINE (9") INCH LAYERS AND

WATERED IN CIR

C GRASS A
AREAS TO EE SOUD SOD GRASS TYPES SPECIFIED; BLOCKS OF SOD SHOULD BE LAID END TO

ND ( WITH STAGGERING JOINTS ) AFTER FEQTIUZING THE GROUND FIRST. WATER AND ROLL

CRASS AREAS TQ ACHIEVE A SMOOTH, EVEN SURFACE. ROLUING IS TO BE COMPLETED WTHIN 24

HOURS OF INSTALLING THE SOD. THE LANDSCAPE ARCHITECT/ENGINEER/OWNER MAY REQUEST

ADDITIONAL ROLLING BY THE LANDSCAPE CONTRACTOR OVER GRASS AREAS TO ACHIEVE THE

FINAL SMOOTH SURFACE. THE JOINTS BETWEEN THE BLOCKS OF SOD SHOULD BE FILLED WTH TOP

0L THEY ARE EVIDENTLY GAPED OPEN, THEN WATERED THORQUGHLY.

2. AREAS TO BE HYDRO MULCHED GRASS SEED: HYDRO MULCH WTH SPECIFIED SEED OR COMMON

BERMUDA GRASS SEED AT A RATE W TWO (2) POUNDS PER ONE THOUSAND (1,000) SQUARE

FEET. USE A FOUR (4') FOOT X EIGHT (8') FOOT BATTER BOARD AGAINST BED AREAS TO REDUCE

OVER SPRAY.

3.2 INSTALLATION

A. MAINTENANCE OF PLANT MATERIALS SHALL BEGIN IMMEDIATELY AFTER EACH PLANT IS
DELIVERED TO SITE AND SHALL CONTINUE UNTIL ALL CONSTRUCTION HAS BEEN SATISFACTORILY
ACCOMPLISHED.
B. PLANT MATERIALS SHALL BE DELIVERED TO THE SITE ONLY AFTER THE BEDS ARE PREPARED
AND ARE READY FOR PLANTING. ALL SHIPMENTS OF NURSERV MATERIALS SHALL BE THORQUGHLY
PROTECTED FROM DRYING WINDS DURING TRANSIT. ALL NTS, WHICH CANNQT BE PLANTED AT
ONCE, AFTER DEUVERY TO SII'E SHALL BE WELL F'ROTECTED AGAINST POSSIBILITY OF DRYING BY
WIND AND SUN. BALLS OF EARTH OF B & B PLANTS SHALL BE KEPT COVERED WITK SAWDUST OR
OTHER ACCEPTABLE MATERIAL. ALL PLANTS REMAIN THE PROPERTY OF THE CONTRACTOR UNTIL
FINAL ACCEPTANCE.
C. POSITION THE TREES AND SHRUBS IN THEIR INTENDED LOCATION AS PER PLAN.
D. NQTIFY THE LANDSCAPE ARCHITECT/ENGINEER FOR INSPECTION AND APPROVAL OF ALL
POSITIONING OF PLANT MATERIAL!
E. EXCAVATE PITS WMITH VERTICAL 'SIDES AND HORIZONTAL BOTTOM. TREE PITS SHALL BE LARGE
ENOUGH TO PERMIT HANDUNG AND PLANTING WITHOUT INJURY TO BALLS OR EARTH OR ROOTS
AND SHALL BE OF SUCH DEPTH THAT, WHEN PLANTED AND SETTLED, THE CROWN OF THE PLANT
SHALL BEAR THE SAME RELATION TO THE FINISH GRADE THAT IT DID TO SOIL SURFACE IN PLACE
OF GROWTH. NOTE TO ALLOW AS MUCH AS TWO (2) FEET FOR SETTLEMENT IN CLAY SOIL.
F. SHRUB AND TREE PITS SHALL BE NO LESS THAN TWO (2') FEET, TWENTY-FOUR (24") INCHES
WDER THAN THE LATERAL DIMENSION OF THE EARTH BALL AND SIX (6") INCHES DEEPER THAN
ITS VERTICAL DIMENSION. REMOVE AND HAUL FROM SITE ALL ROCKS OR STONES OVER ONE {(1")
INCH IN DIAMETER. PLANTS SHOULD BE THOROUGHLY MOIST BEFORE REMOVING FROM CONTAINERS.
G. DIG A WIDE, ROUGH SIDED HOLE EXACTLY THE SAME DEPTH AS THE HEIGHT OF THE BALL,
ESPECIALLY AT THE SURFACE OF THE GROUND. THE SIDES OF THE HOLE SHOULD BE ROUGH AND
JAGGED, NEVER SUCK OR GLAZED. DO NOT DRiLL OR AUGER HOLES IN CLAY SOILS.
H. PERCOLATION TEST: FILL THE HOLE WITH WATER. if THE WATER LEVEL DOES NOT PERCOLATE
WITHIN TWENTY FOUR (24} HOURS, THE TREE NEEDS TO BE MOVED TO ANOTHER LOCATION OR
HAVE TWO FOUR (4') FODT DEEP PIER HOLE DRAINAGE ADDED.
I. BACKFILL ONLY WITH 5 PARTS EXISTING SOIL. OR SANDY LOAM AND ONE (1) PART BED
PREPARATION. WHEN HOLE IS DUG IN SOLID ROCK, TOPSOiL. FROM THE SAME AREA SHOULD NOT
BE USED. CAREFULLY SETILE BY WATERING TQ PREVENT AIR POCKETS. REMOVE THE BURI
FROM THE TOP THIRD OF YHE BALL, AS WELL AS THE NYLON, PLASTIC STRING AND WIRE MESH
FROM THE BURLAP. BE AWARE OF SOIL PLACED ON TOP OF THE ROOT BALL DURING DIGGING.
THIS SOIL TO BE REMOVED ALONG WITH ANY GRASS, WEEDS, VINES TO EXPOSE THE ROOT FLARE
AND NATIVE TOP SQIL.
J. DO NOT WRAP TREES.
K. DO NOT PRUNE TREES. UNLESS DIRECTED BY LANDSCAPE ARCHITECT/ENGINEER.
L. MULCH THE TOP OF THE BALL. DG NOT PLANT GRASS ALL THE WAY TO THE TREE TRUNK OF
THE TREE. LEAVE THE AREA ABOVE THE TOP OF THE BALL UNPLANTED AND MULCH WMTH AT
LEAST THREE (3") INCHES OF SPECIFIED AND APPROVED MULCH.

3.2 INSTALLATION (CONTINUED)

M. ALL PANT BEDS AND TREES TG BE MULCHED WTH A MINIMUM SETTLED THICKNESS OF THREE
(3") INCHES OVER THE ENTIRE EED OR F'T
N, OBSTRUCTION BELOW GROUND: EVENT R

OR OBSTRUCTIONS ARE ENCOUNTERED IN ANY PLANT PIT EXCAVATION WORK
THIS SECTION, ALTERNATE LOCATIONS MAY BE SELECTED BY THE LANDSCAPE
ARCHITECT/ENGINEER /OWNER. WHERE LOCATIONS CAN NOT BE CHANGED, THE OBSTRUCTION
SHALL BE REMOVED TO A DEPTH OF NOT LESS THAN THREE (3') FEET BELOW GRADE AND NQ
LESS THAN SiX (67) INCHES BELOW BOTTOM OF THE BALL WHEN PLAN iS PROPERLY SET AT THE
REQUIRED GRADE. THE WORK OF THIS SECTION SHALL INCLUDE THE REMOVAL FROM THE SITE
SUCH ROCK OR UNDERGROUND OBSTRUCTIONS ENCOUNTERED AT THE COST OF THE LANDSCAPE
CONTRACTOR.

Q. TREES AND LARGE SHRUBS SHALL BE STAKED AS SITE CONDITIONS REQUIRE. POSITION STAKES
TQ SECURE TREE AGAINST SEASONAL WINDS. LANDSCAPE CONTRACTOR TO INSPECT AND MAINTAIN
STAKES iN A SECURED CONDITION DURING CONSTRUCTION UNTIL FINAL ACCEPTANCE.

P. PRUNING AND MULCHING: EACH AREA SHALL BE PRUNED IN ACCORDANCE WITH STANDARD
HORTICULTURAL PRACTICE TO PRESERVE THE NATURAL CHARACTER OF THE PLANT AND IN THE
MANNER FITTING ITS USE IN THE LANDSCAPE DESIGN.

1. DEAD WOOD OR SUCKERS AND BROKEN OR BADLY BRUISED BRANCHES SHALL BE REMOVED ;
GENERAL TIPPING OF ALL BRANCHES IS NOT PERMITTED.

2. PRUNING SHALL BE DONE WITH CLEAN SHARP TOOLS.

3. IMMEDIATELY AFTER PLANTING OPERATIONS ARE COMPLETED, ALL TREE PITS SHALL BE
COVERED WTH LAYER OF SPECIFIED MULCH THREE (3"} INCHES IN OEPTH. THIS LIMIT OF
SPECIFIED MULCH FOR TREES SHALL BE THE DIAMETER OF THE PLANT PIT. ALLOW A SPACE OF
THREE (3") INCHES FROM TREE BARK TO THE MULCHED SURFACE.

Q. STEEL CURBING INSTALLATION:

1. CURBING SHALL BE ALIGNED AS INDICATED ON DRAWINGS.

2. ALL STEEL CURBING SHALL BE FREE OF KINKS OR ABRUPT BENDS.

3. TOP OF STEEL CURBING SHALL BE ONE (1) HIGHER THAN EXISTING GRADE.

4. STAKES ARE TO BE INSTALLED ON THE PLANTING BED SIDE OF THE CURBING, AS OPPOSED TO
THE GRASS SIDE.

5. DO NOT INSTALL STEEL EDGING ALONG SIDEWALKS OR BACK OF CURBS.

6. CUT AN EDGE ON THE STEEL CURBING AT 45 DEGREE ANGLE WHERE EDGING MEETS PAVING
EDGES. FILE EDGES CUT TO BE ROUNDED, SMOOTH AND NOT SHARP.

'OCK OR_UNDERGRQUND CONSTRUCTION WORK
TO BE DONE UNDER

3.3 CLEANUP AND FINAL ACCEPTANCE

A. CLEANING: DURING THE WORK, THE PREMISES SHALL BE KEPT NEAT AND ORDERLY AT ALL
TIMES. STORAGE AREA FOR ALL MATERIALS SHALL BE ORGANIZED THAT THEY, TOO, ARE NEAT
AND ORDERLY. ALL TRASH AND DEBRIS SHALL BE REMOVED FROM SITE AS WORK PROGRESSES.
KEEP PAVED AREAS CLEAN BY SWEEPING OR HOSING AT END OF EACH DAY'S WORK.
. ON LEED APPUED FOR OR TS TO BE LEED CERTIFIED COORDINATE WTH THE GENERAL
ONTRACTOR FOR ACCEPTABLE DISPOsAL OF TRASH, WASTE, SOILS, PLANT MATERIALS,
FEFTILIZERS SO AS RECYCLE CREDITS MAYBE TRACKED BY VOLUME.

REFER TO PLAN FOR PLANT
PREPARED SOIL MiX

PER SPECIFICATIONS

/2" MINIMUM BETWEEN TOP
AND TOP OF CONCRETE

SIDEWALK

SHRUBS AND GROUND COVER
REFER TO PLAN FOR PLANT TYPES

INSTALLED ALONG SIDEWALKS

NSIDEWALK/MULCH DETA

5' MTG. HT.

FINISH GRADE SCARIFY SIDES

4" DIA. PERFORATED ‘i, "~
PVC PIPE W/ CAP
PAINTED BLACK

DO NOT CUT CENTRAL LEADER

-REFERENCE PLAN FOR TREE TYPE

RUBBER HOSE

E 2 STRANDS NO. 12 GAUGE
GALVANIZED WIRE, TWISTED

ROOT FLARE TO 8E EXPOSED.

3" LAYER MULCH, REF. SPECIFICATIONS

\

/-—-—4" HIGH WATERING RING

(3} METAL T-POST PAINTED

i
=3

BLACK TRIANGULAR SPACING.

ROOT BALL, DO NOT DISTURB. TOP

“\__;w ROOT BALL TO BE SET 1" ABOVE
EXSTING GRADE. REMOVE TOP 1/3 BURLAP.

3" MULCH PER SPECIFICATIONS
SHRUBS AND GROUND COVER

TYPES

OF MULCH 4

\XC-_NATIVE SOIL, REF. SPECIFICATIONS
RUSHED ROCK

NOTE: LOCATE STAKES OUTSIDE
GF TREE WELL POSITION STAKES

‘0 SECURE TREE AGAINST SEASONAL
PREVAIUNG WINDS.

2X DIAMETER
OF ROOT BALL

TREE PLANTING

DETAIL

Ll NQTE: NO STEEL EDGING TO BE

I

NOT TO SCALE

PREPARED SOIL MIX
PER SPECIFICATIONS

3" MULCH PER SPECIFICATIONS
1/8" X 4" GREEN STEEL EDGING
WTH STAKES

1/2" MAXIMUM

)

NOTE: NO STEEL EDGING TO BE
INSTALLED ALONG SIDEWALKS

EDGING DETAIL
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SPACING PER PLANT LIST

REF. PLAN FOR SHRUB TYPE

3" LAYER OF SPECIFIED BARK MULCH
FINISH GRADE
ROQT BALL, DO NOT DISTURB

PREPARED SOIL MIX PER SPECS.

OF PREPARED SOIL MIX
TIIJ_ED INTO EXISTING SOIL. TO
A DEPTH OF 6"

NATIVE SOIL.

NOTE: POCKET PLANTING
NOT ALLOWED

NoHRUB /CGROUNDCOVER DETAIL
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